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THEORY OF HELICOPTER DAMPING IN PITCH OR ROLL AND A

COMI?ARISONWITH FLIGHT MEASUREMENTS

By Kenneth B. Amer

Calculations and flight-test measurements on a single-main-rotor
helicopter indicate that the damping moment about the helicopter center
of gravity produced during pitching or rolling by a rotor which has
flapping hinges on the rotor shaft depends primarily upon four quanti-
ties: rotor speed, blade”mass factor, height of the rotor huh above the
helicopter center of gravity, and the ratio of collective p~tch to the

thrust coefficient - solidity ratio
()&“

The damping moment per unit

angular velocity varies inversely with rotor speed and blade mass factor,
varies directly with hub height, and decreases linearly with increasing
e e

At values of —
~“

above about 3, when EJ is in radians, the
(!T/d

rotor moment per unit s&uJ_ar velocity becomes unstable (moment in the
ssme direction as the angular velocity). These results indicate that
present-day helicopters with conventional control systems tend to have low
damping at high speeds and in climbs and that unstable damping can occur
during maneuvers h which the normal acceleration falls well below 1 g.

These results also indicate that high-speed high-powered helicopters
and those convertible aircraft, the lifting rotors of which have flapp~
hinged and are used for high-speed propulsion, may have intolerable amounts

of unstable rotor damping (because of the necessarily high values of
e-7-)CT ~

umless specisl desi~ features, such as offset flapping hinges or

a rate gyroscope applying opposite cyclic feathering proportional to the
angular velocity are used.

This investigation slso shows that the use “indsmping calculations
of the assumption that the rotor-force-vectortilt is equsl to the tip-
path-plane tilt during pitching or rolling may give results which sre
highly misleading.

—-——. .–- ---- .— . .. .. . .. . .— —....__-—. ..— — —.——
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. INTRODUCTION

.
.

When a helicopter is undergotig a rolling or pitching velocity, the
rotor nomnsll.yproduces an opposing moment about the helicopter center of
gravity because the rotor-force vector lags behind its trim position with
respect to the shaft. This moment is lmown as “damping in pitch” or
“dsmpillgin roll,” depending upon the axis about which it occurs. When a
helicopter has insufficient rotor dsmping, it will have excessive control
sensitivity (rate of roll per tich of control-stick deflection). The
importance of adequate rotor damping was discussed in reference 1, which
states that excessive lateral-control sensitivity, in hovering, can lead
to overcontrollingwhich results in a short-period,pilot-induced, latersl
oscillation. In forward flight, there is probably also a minimum amount
of damping in roll (as well as dsmping in pitch) below which the pilot
would find the helicopter difficult to control. If the damping were
unstable (the rotor moment in the same direction as the angular velocity),
the helicopter wouldbe eveh more difficult and perhaps even impossible
to control.

The source of rotor dsmping is illustrated in figure 1, which shows
a helicopter rolling to the right. Inasmuch as the blades are hinged to
the shaft, the shaft cannot physically force the blades to follow it.
The tip-path plane therefore lags behind its trim position with respect
to the shsft at an angle such that the cyclic air forces on the blades
produced by the tip-path-plane tilt force the blades to follow the shaft.
A more detailed discussion of this phenomenon is given in reference 2.
If the rotor-force vector is assumed to act perpendicular to the tip-path
plane (an assumption usually made for convenience), the rotor d.amptig
moment which depends upon the tilt of the force vector is slways calcu-
lated to be stable, inasmuch as the tip-path plane always tilts with
respect to the SW in a direction opposite to the pitching or rolling
velocity. Of course, damping moments calculated from this assumption
would be incorrect if the assumption were incorrect. Because of the
practicsl @ortsnce of the damping moment contributed by the rotor, an
investigation has been made to determine in a more exact manner the
change in the direction of the rotor-force vector due to a pitching or
rolling velocity. The configuration considered is the single-rotor heli-
copter with conventional control system and flapping hinges on the rotor
shsft. #

SYMBOLS

w

R

gross weight of helicopter, pounds

blade radius, feet
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P

v

Q

a

v

T-

J.

+

UT

radial distance to blade element, feet

number of blades per rotor

blade-section chord, feet
.

equivalent blade chord (on thrust basis), feet

‘rotorsolidity [bee/fi)

[)J’
R

c+ dr
0..

J

R

I’2dr
o

blade-section pitch angle, angle between line of zero lift of
blade section and plane perpendicular to axis of no feathering
(sometimes referred to as collective pitch), radians

mass moment of inertia of blade about flapping hhge, slug-feet2

mass constant of rotor blade; expresses ratio of air forces to

inertia forces ~ce@4/1~(

mass density of air, slugs per cu’ic foot

true airspeed of helicopter along flight path, feet per second

rotor angular velocity, radians per second

rotor angle of attack; angle between flight path and plane
perpendicular to axis of no feathering, positive when axis
is pointing rearward, radians

tip-speed ratio
(v c:: a,

induced inflow velocity at rotor (alwa~ positive), feet per
second

inflow ratio
(

Vsina-v
QR )

blade azimuth angle measured
tion of rotation, radians

from downwind position in direc-

component at blade element of resultant velocity perpendicular
to blade-span axis and to axis of no feathering, feet per
second

. .._.._ —_.. -. — .—.——.. — .————--- — - --- -—---—— —..- — —-—- — —-
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component at blade element of
both to hlaae-span axis and

inflow angle at blade e,lement-.

NACA.~ =36

resultant velocity perpendicular
UT, feet per second

.

,~ plane perpendicular to hlade-

Span ads, raaisll.s(,-k+) ,

blade-element angle of attack, measured from line of zero lift,
radians (e +@)

slope of curve of section lift coefficient against
~ of attack in radians

rotor thrust (component of rotor force parallel to
feathering), pounds

rotor thrust coefficient
(n&&)

lift, pounds

()
L

rotor lift coefficient
plr.R2

lateral force (component of rotor
the flight path and to the @s

force
of no

/-v

section angle

axis of no

perpendicular both to
feathering), pounds

(rotor latersl-force coefficient —
n#p;flR)2)

tip-loss factor; blade elements outbosrd of raditi BR are
assumed to have profile drag but no lift

blade-mapping a&Qe at particular azimuth position
(j3=~-al cos~-blsin W...)

constant term in Fourier series that expresses ~, radians;
hence, rotor coning angle .

coefficient of -COS ~ in expression for P;,hence, longitudinal
‘ tilt of rotor cone with respe6t to axis of no feathering,
positive for resxward tilt

coefficient of -sin $ in expression for j3;hence, lateral
tilt of rotor cone with respect to axis of no feathering,
positive.for right tilt

.

.— —. ..—
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a’ projection of angle between rotor resultant
sxis of no feathering in plane containing
axis of no feathering

l)’ projection of angle between ~tor resultant

5

force vector and
flight path and

force vector and
axis of no feathering in the plsne containing the axis of
no feathering and perpendicular to the plane containing
flight path and axis of no feathering

A

P

increment

angular velocity of
roll, radians per

angular velocityof

the helicopter
second

the helicopter

in roll, positive for right

in pitch, positive for nose-

t

UP pitchtig, radians per second

time, seconds ,

THEORETICALA.NALYSIS

The first step in the determination of rotor dsmping is tm cslculate
the change in longitudinal and latersl flapping (tip-path-planetilt) due
to apitchimg or rolling velocity. Once this step is completed, the
change in rotor-force-vector direction and hence the damping moment can
be calculated.

During steady pitching or rolling, the rotor blades, like any
rotating mass, must be continuously accelerated in order to tilt the
tip-path plane; thuE, inertia forces will be acting on the blades. If
the helicopter has a steady pitching velocity q and a steady rol.ling
velocity p, the inertia forces produce a moment about the flapping hinge
equal to

-2qQ11 sin ~ + Z?p$211cos V (1)

Equation (1) is derived in a manner similar to the derivation, in
appendix 2 of reference 3, of the inertia moment “actingon a tilting gyro-
scope. The two terms of equation (1) are added to the right side of equa-
tion (9-8) of reference 4 (which is the equation of moments about the
flapping hinge). ‘Then,bythepzmcehre usedto obtain equations (9-U.)
of reference 4, the following results me obtained for the tilt of the
tip-path plane with respect to the shaft due to a steady pitching or
rolling velocity (changes in second hamnonic flapping being neglected):

— ---— —. .—.. — — —..—-.——.— ...—-——-.>. -. .-— -—------ .—— ———
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Abl 16/$4

‘=--)

(2) !

(3)

Equations (2) and (3) confirm the previous statement that the tilt of
the tip-path plane is in a direction opposite to the angular velocity.
As wouldbe expected, at p = O the lateral flapping due to rolling is
equal to the longitudinal flapping due to pitching. The effect of tip-
speed ratio is quite small and causes a change of only 13 percent from
ll=otoll=o.50. The tip-path-plane tilt per unit angular velocity
is inversely proportional to 7 smd Q. Inasmum as 7 and Q are
relatively’constant for a given helicopter, the tip-path-plane tilt per
unit angular velocity is relatively independent of flight condition.

Now that the changes in flapping are lmmwn, the change in direction
of the rotor-force vector can be calculated. The calculation is carried
out for the helicopter during roll at u = O (hovering or vertical
flight). The first step in the procedure consists in setting up the
equation for the lateral force Y (component of rotor force perpendicular
both to the flight path and to the axis of no feathering).

Figure 2, which is a schematic plan view of the helicopter rotor,
shows the contribution of the lift on a blade element to the lateral
force Y tobe (if @ and ~ are assumed to be small angles)

dY=@dLcos$-~dLsin ~

where “dL is the lift acting on the blade element.
nent of lift ~ dL is cawed by the flapping”angle
lift acts perpendicular to the blade-span exis. The
of lift @ d.L is due to the inflow angle @ at the

(4)

The spanwise compo-
P, inasmuch as the
chordwise component
blade element. This

inflow angle causes an equal angular tiltiof the lift vector with respect
to the sxis of no feathering.

The contribution of the-drag of-the blade element to the lateral
force is small and is n@.ected. When the procedure of sections 7 and 8 .
of reference 4 is followed and higher hamnonic flapping is neglected, the
following relations me obtained (@ being assumed small):

-— .— .— — ..
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Cl=wc

‘%= e+g

$
up=—
uT

u = uT

uT . fir

+=UR.+

forp=o

(5)

Substitution of equations (5) in equation (4), ‘titegratingaround
the rotor disk, and differentiatingwith respect to tq results in

For IL= O, equation (8-I_4) of reference 4 becomes

(6)

(7)

From figure 3, it can be seen that the presence of a lateral force Y
causes the resultant rotor-force vector to be displaced
no feathering by an angle b !. Since b‘ is usually a
may be written as

from the axis of
small angle, it

Cy
b’=:=—

CT

,
______ —.-——...— ...— ..—..- -— -- — —.— —— ------ —---- ----- ----- --—-
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Thus,
bb t ACy/Ab~—=
Abl CT

mm m ZU36

.,

(8)

Substituting equations (6) and (7) in equation (8) results in the
following equation:

A~f 3

(

B3a 19

)
—=51.0-— —
Abl 18 CT/U

For B . 0.97 and a
sufficiently accurate

= 5.73 (qerience h= shownthe= v~ues to be
over a wide range of flight conditions),

Abl 3

(

e

)
—=z I.o-o.29—
Abl GT/a

(9)

Additional calculations for forward flight show that the effect,of p -
is quite small. A repeat of the calculations for the helicopter in pitch
at w = O yields, as wouldbe expected, the same result as equation (9).
The effect of v is also qtite small for the helicopter in pitch.

*

Multiplying equations (2) and (9) gives, for

, _Ab’ 27
(

e

)
—=-ZI..O - o.29—
P ~T/a

As discussed previously, the effect of, v on
&d the extension of equation (9) to cover forward

w=O and B=O.9T,

(lo)

equation (2) is small
flight would cause

little change. Equation (10) is therefore fairly accurate for both roll
and pitch for values of I.L~ 0.50. The rotor damping moment about the
helicopter center of gravity per unit angular velocity is obtainedby
multiplying equation (10) by the height of the rotor hub above the heli-
copter center of gratity and by the rotor thrust.

.
Equation (9) indicates that-the tilt of the rotor-force vector due

to a pitching or rolling velocity is not necessarily equsl (even approxi-
mately) to the tflt of the tip-path plane and, hence, calculations of
rotor damping based on tip-path-plane tilt maybe in error. Equation (10)
indicates that rotor damping is inversely proportional to blade mass
factor 7 and rotor speed Q and that, at values of the parameter ~~ -

below about 3, the rotor damping momen opposes the angular velocity; “
whereas, at values of the parame %

‘er @
above about 3, the tilt of the ,.

—..—. —— — -——– — —. —
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rotor-force vector and, hence, the rotor moment is actually in the same
direction as the helicopter’s angular velocity. Thus, theory indicates
that, for those flight conditions at which the value of the collective
pitch (in radians) divided by the thrust coefficient-solidityratio
exceeds about 3, the rotor damping is unstable both in pitch and in roll.
Under such conditions, the helicopter would probablybe difficult, if
not impossible, to control.

The translational velocity at the rotor hub due to pitching or
rolling about the helicopter center of gravity rather than about the
rotor hub adds ‘slightlyto $he rotor damping, but this small effect has
been neglected. The additional vertical velocities encountered by the
rotor blades due to the pitching or rolling produce negligible damping
and have also been neglected. This analysis has .QSO neglected any
changes in blade torsion moments produced by air forces or by offset of
the blade chordwise center of .gavity from the blade.feathertig axis.

The source of unstable rotor damping predicted by the theory under

()CTthe conditions of high pitch’and low mean b.ngleof attack ~ can be

understood from an examination of figure k, which shows views of the
rotor as it would appear to an obsener looking from the tail towsrd the
nose of a helicopter operating at w = O (hovering or verticsl flight).
Typical airfoil sections of the blades in the forward and rearwsrd posi-
tion are shown. Because of the low mean angle of-attack, the downward
air flow through the rotor must be l=ge and hence the lift vectors on the
blade elements wouldbe tilted. (This tilt of the lift vectors causes
induced torque.) No unbalanced lateral force is present, however, because
the horizontal components of the lift vectors cancel each other. When
the helicopter rolls to the left, the tip-path plane lags behind and .
hence tilts to the right with respect to the shaft, as discussed pre-
viously. Thus, the blade moving to the right is slso moving down with
respect to the shaft and hence its angle of attack and lift are increased.
Similarly the blade moving to the left is moving up with respect to the
shsft so its lift is reduced. These changes in lift act continuouslyto
force the tip-path plane to follow the shaft during the roll. (As iS

true for the flapping of a rotor due to forward speed, the maximum
flapping displacement occurs one-quarber revolution sfter the msxbnum
air force.) As a result of these changes in lift, an unbalanced latersl
force occurs to the left. Inasmuch as the rotor hub is shove the heli-
copter center of gravity, the unbalanced lateral force causes a rolling
moment to the left which is in the ssme direction as the rolling velocity
and, therefore, is unstable. This unstable moment increases with

CT (whichincreasing pitch for a given vslue of mean angle of attack ~

would be caused by an &crease in level-flight speed above the speed for
minimum p~wer or an increase in apgle of climb) because the increasing
inflow increases the tilt-of the lift vectors.

,

c-
-- ——_ .---.—. -—- .—. . . . . .——- .-. —.. . ..——. ——_. . . .. —___ —

.— ..- ..—.— .— —-— —



10 NACATN21_36

.

At the ssme time during this roll, there is a stable ro12ing-moment
contribution from the blades when in a lateral position (one-qutier Qf
a revolution from the ~osition shown in the figure). This stable rolling- “
moment contribution comes about because the lift acts perpendicular to
the blade-span axis, which is tilted because of flapping when the blades
are in the latersllposition. This stable rolling-moment contribution is
independent of flight condition. Thus, when the helicopter is rolling,—

CT
it is only under the conditions of high pitch and low ~ that the

unstable rolling-moment contribution from the blades in the forward ad
rearward position overcomes the stabilecontribution of the blades in
the lateral position.

The precetig explanation of the source of unstable damping in roll
at v = O also applies for forward flight and for damping in pitch.

~ VERIFICATION

Because of the important implications about rotor damping provided
by the theory, an experimental verification in might of the theoretical
results was considered desirable and a helicopter was tested in flight
for this purpose.

The helicopter used for the flight tests is shown in figure 5. The
helicopter was fitted with, among other instruments, control-position
recorders and a rolling-angular-velocityrecorder with synchronized time
scales. Only rotor damping in ro~-was irmestigatedbecause measurements .
of damping in pitch are complicated by,the static stability or instability
of the helicopter with angle of attack. Also, inasmuch as the theory
predicts ODI.Yrelatively smsll differences between damping in roll and
damping in pitch, the experimental verification in flight of the dsmping
in roll was considered sufficient. The flight technique involved triming
at vsrious flight conditions and then displacing the cyclic pitch control
laterslly. The helicopter began to roll with increasing angular velocity
until a maximum velocity was reached. Inasmuch as the flapping hinges of
the test helicopter are on the rotor shaft, rolltng moments on the heli-
copter can only be’produced by tilting the rotor-force vector. Thus, at
the time of maximum rolling velocity, the force vector must be back to
its trim position, since no angular acceleration and consequentlyno
unbalanced rolling moment is present. Therefore, at the time of maximum
angular velocity, the lateral tilt of the rotor-force vector caused by
the rolling velocity must be equal and opposite to the tilt causedby
the displacement of the lateral cyclic control. Inasmuch as the change
in lateral cyclic’pitchcaused by the lateral control displacement
causes an equal lateral tilt of the force rector, the tilt of the vector
due to damping at the time of maximum rolling velocity is also equal to
the lateral cyclic pitch displacement from trim at the same time.

.

—. — —.
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Sample flight records are shown in figure 6. The cyclic pitch
control was first displaced laterally in one direction and then in the
other in order to minimize the effects of sideslip. The use of this
technique, however, does not affect the method of working up the data.
The distance Ab’ is the lateral displacement of the cyclic pitch con-
trol from trim at the time of maximum rolling velocity, and as discussed
previously, this displacement is equsl to the rotor-force-vector tilt
due to the maxhum rolling velocity ~. The magnitude of the rotor

dsmping is indicated by the ratio of Ab’ to p-, an increase in the

ratio indicates increased rotor dsmping.

In order to compare the data with the theory, the data were calculated-.

in the fom of ‘~ where Abl is obtained from equation (2) for a value
Abl

of B = 0.97. The flight vslues of p-, 7, Q, and ~ necessuYto

calculate Abl were obtain~d by using data from recording instruments.
The data in the fomn of ‘~ are plotted in’figure 7 against ~.

Abl c@

The flight vslues of 6 and
CT
~ were also obtained through the use of

data from recording instruments. Equation (9) is plotted for comparison.

The horizontslldashed line at ~ = 1.0 represents damping as would be
Abl

calculated if the rotor-force-vector tflt were ~s~d equal to tip-path-
plane tilt.

DISCUSSION

Comparison between the data of figure 7 and the line at ‘~ . 1.0
Abl

confirms the theoretical prediction that calculations of rotor damping
based on the tilt of the tip-path plane are not necessarily correct (even
approximately). The data also confirm the theoretical prediction that
the ratio of rotor-force-vector tilt to calculated tip-path-plane tilt
due to damping in pitch or roll depe~ti primarily upon and decreases with

increasing value of the parameter
‘~”

Extrapolation of the flight data

also confirms the theoretical prediction that rotor dsmping becomes
e

unstable above a value of —
CT/a

of about 3. The relatively small dis-

crepancy between the data snd the theory appears to be due primarily to
changes in induced velocity which occur during rolli’ngbecause of changes
in the distribution of thrust around the rotor disk. These changes in
induced”velocityare not taken into account in the theoretical cslcula-
tions.because of the excessive labor that would be involved.

—-. — .. .._. —-.. — ._... ___ ____ _____-.— —.— -..—— —.. ___ ___ —__
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e
Because of the effect of the parameter -

CT/@
on rotor damping, it

is of tnterest to point out the variations in the magnitude of this param-

CT theeter with variations in flight condition. For a given value of ~,

value of O increases with increas~ level-fli@t ,speed(above the speed
for minimum power) and with increasing rates of cliuib. Thus, the high-
*- test points on the left-hand side of figure 7 represent autoro-
tation, whereas the low-damping test points on the right-hand side repre-
sent full.-throttlecltib and high-speed level flight. It would therefore
he expected that the high-speed high-powered helicopter would tend to
have unstable damping in pitch and roll. Also, a convertible aircraft,
the lifting rotor of which has flapping hinges and is used for high-speed
propulsion, wouldbe expected to have pnstable damping because of the

e
necessarily high value of —.

CT/a

In order to obtain a ~ore definite idea of the seriousness of this
problem for the high-speed helicopter, a preliminary design of a high-
speed helicopter was made. The specifications for this helicopter were
set as follows:

Vmu = 270 feet per second x185 mph

Altitude, sea level.

w = 7000 pounds

Untwisted blades

Fuselage parasite area, 15 square feet (about one-half the value
for a present-day 5000-pound machine)

A minimum tip-speed ratio v of 0.45 is necesssry to prevent the
advancing blade tip from exceeding a Mach number of 0.8. The value of
~ is calculated to be 0.027. /

By means of the performance charts of reference 5, the minimum rotor
solidity necessary to prevent stslling of the retreating blade tip is
found to be approximately 0.10. The power required is then found to be
approxhately 1250 horsepower, the value of collective pitch 19 is
approximately 0.15 radians, and the vslue of CT/(J iS appI’O-kly 0.027.

e
.

The value of the parameter —
CT/a

is then found to be approximately 5.6.

From figure 7, extrapolation indicates that, at this value of ~, the

,
—. ., .—— —-—— —-—— _- —-
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rotor dsmping of the high-speed
This amount of unstable damping

helicopter would be higlly
is probably intolerable.

13

unstable.

Figure 7 slso indicates the possibility of trouble even for present-
day hel~copt~. During steady fright, the test helicopter has achieved

values of
“~

of over 2.4 in steady high-speed level flight. If, at

this flight condition, a maneuver were performed (either intentionally
or inadvertently)which resulted in a reduction of normal.acceleration

below 1 g, the parsmeter ~
CT/u

would increase because of the reduction ~~

in thrust. For example, a-reduction to & while constant rotor speed is

maintained would raise
&

from 2.4 to 4.8 where the rotor damping is

highly unstable. Since many present-day helicopters are unstable with
angle of attack, the recovery from such a maneuver could be extremely
difficult to make.

Because of this tendency of the helicopter rotor toward unstable
damping, some specisl effort mustbe made to design adequate rotor
damping into the high-speed high-powered helicopter. The use of a rate
gyroscope or shi16r device which would apply opposite cyclic control
to the rotor during rolling or pitching is one possible solution; however,
these devices tend to be limited, for mechanical reasons, in the amount
of control they can apply. Another possibility is the use of offset
flapping hinges. Figure 8 shows that with offset hinges, a tilt of the
rotor tip-path plane will produce a moment about the helicopter center of
gravity in the direction of the tilt because of the mass forces in the
blades. Thus, inasmuch as the tip-path plane slways tilts opposite to
the pitching or rolling velocity, the use of offset hinges would provide
a source of stable dsmping to counteract the unstable damping tendency of

the conventional rotor operating at high values of ~. Calculations
CT/u

indicate that, for the high-speed helicopter discussed previously, off-
setting the flapping hinges about 10 percent of the rotor radius would
make the resulting rotor dsmping about equal to the stable damping of
the test helicopter at low-speed level flight (circled test points of
fig. 7), which is relatively satisfactory.

Although this investigation has been restricted to the single-rotor
helicopter, the ideas can be applied to a twin-rotor helicopter as well.
Thus, a tandem helicopter acts as a s~gle-rotor machine during rolling;
whereas, a side-by-side helicopter acts as a single-rotor machine during
pitching.

The equations of this paper csn be applied to rotors having twisted
or tapered blades. The effect of a linesr tw st in the blades can be
accounted for by basing 19 on the pitch at

$
of the radius.

—. —-- -- — --— ---- - .—-. .— -.-.—— . . —— ---— —-—-—-— -—-- .—— -. .-———. —
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.
Calculation for rotors with blades having typical smounts of taper can
be made adequately by determining a and 7 as shown in the section
entitled “Symbols.”

It has recently been noted that an analysis similsr to the one
presented herein but restricted to the hovering condition is included
in reference 6. The equations of this reference can be reduced to the
form of the equations presented herein for B = 1.0 and v = O; thus,
an independent check of the integrations involved is provided. However,
since the anslysis of reference 6 was restricted
was made of the large variations in &ping with
tion nor of the possibility of unstable damping.

to hovering, no mention ‘
change in flight cotidi.

CONCLUSIONS

As a result of theoretical calculations confirmedly flight-test
measkents of rotor damping for a single-rotor helicopter with conven-
tional control system, the following conclusions are drawn:

.

1. The damping moment about the helicopter center of gravtty during
steady pitching or rolling supplied by a rotor, the flapping hinges of
which sre on the rotor shaft, depends primarily upon four quantities:

.

rotor speed, blade-mass factor, height of the rotor hub above the heli-
copter center of gravity, and the ratio of collective pitch to the thrust

coefficient-solidityratio
+“ ‘

2. The damping moment per unit angular velocity is inversely propor-
tional to rotor speed and blade-mass factor and directly proportional.to
hub height. For a given helicopter, these quantities axe relatively
constant. The damping moment decreases linearly with increasing value

e
of —

c@
and becomes unstable (moment in the same direction as the

angular velocity) above a value of
+

of about 3 when 13 is in

radians.

3.
to have

* damping
below 1

4.

Present-day helicopters with conventional”control systems tend
low damping at high speed and in climbs and can even have unstable
when in a maneuver during which the norm.slacceleration falls well
g“

High-speed high-powered helicopters and those convertible aircraft,
the lifting rotors of which have flapping hinges and are used for high-spe~d .
propulsion, will have intolerable amounts of unstable rotor &mping.because

of the necess~ly high values of
e— unless special design features,

CT/u -,

. ––— —— .— . .
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such as offset flapping hinges or a rate gyroscope applying opposite
cyclic pitch control proportional to the angularvelocity are used.

5. Results of damping-moment calculations that assume the rotor-
force-vector tilt to be equal to the tip-path-plane tilt during rolling
or pitching (often done for convenience) maybe highly misleading.

Langley Aeronautical,Laboratory
National Advisory Committee for Aeronautics

Langley Air Force Base, Vs., May 15,1950
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Figure 2.- Origin of the lateral-force contribution.of the lift acting
a rotor-blade element. ~dY= (dLsin@)cos *- (m~os~sin~)~in.
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Figure 4.- Source of unstable rotor damping in roll. The rotor is ‘

being viewed from the tail of the helicopter. The airfoil sections

=e t~ical sectiom of the blade E when in. the forward and rearwar a
position.
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Figure 8.- Source of the
to

stable damping contribution of the rotor due
offset flapping hinges.
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